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 Mild dish soap

 Warm soapy water

 Hydrogen peroxide

 Isopropyl alcohol (IPA)

 Ethyl alcohol

 Butyl alcohol

 White spirit

 Hexane / Heptane

 Ammonia-free glass cleaner

 Dilute acetic acid (lime scale only)

 10% oxalic acid (rust stains only)

CLEANING & MAINTENANCE GUIDE
End User Edition

CONTAMINANT

STAIN & CONTAMINANT REMOVAL

STANDARD CLEANING PROCEDURE

RECOMMENDED TREATMENT

Graffiti (standard sheet)

Fresh paint, grease & glazing
compounds

Oils & adhesives

Graffiti (abrasion-resistant coated
sheet)

Dry completely with chamois leather or a moist sponge.
Follow with an anti-static treatment to reduce future dust
attraction.

Rinse thoroughly with clean water, ensuring no residue
remains — particularly around edges and holes.

Pre-rinse thoroughly with clean water to dislodge loose dirt
before any contact.

Wash gently using a soft sponge or chamois leather with
lukewarm water and mild soap or a slightly acidic to slightly
alkaline detergent.

ROCKGLASS polycarbonate sheet is engineered for durability and optical clarity. Regular cleaning using approved methods preserves
surface integrity, prevents abrasion, and extends service life. Always test any new cleaning agent on a small inconspicuous area
before full application.

Rub lightly with isopropyl alcohol on a soft cloth before drying. Follow with a full wash and
rinse as per the standard procedure above.

Pre-rinse, then gently wipe with IPA, naphtha, or another approved solvent. Rinse
immediately and dry. Avoid use in direct sunlight or at high temperatures.

Use IPA or naphtha on a soft cloth. Rinse immediately. For stubborn marks consult an
approved solvent supplier.

Use a commercial graffiti remover compatible with coated polycarbonate. Avoid contact with
non-coated edges or holes.

■ Use soft, non-abrasive cloths or
sponge only

■ Always pre-rinse before contact
with the surface

■ Never clean in direct sunlight or
on hot surfaces

APPROVED CLEANING AGENTS

■ Anti-static treatment
recommended after every clean
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Rust stains

Lime scale / scale deposits

Apply a 10% oxalic acid solution. Rinse thoroughly with clean water after treatment.

Remove with dilute acetic acid (white vinegar). Use demineralised water in cleaning
equipment to prevent recurrence.



WHAT TO AVOID

SOLVENT CLEANING

GENERAL CLEANING

RECOMMENDED COMPATIBLE CLEANING PRODUCTS

The following product types are widely available and compatible with ROCKGLASS polycarbonate. Always verify the product is free from
acetone, ammonia, MEK, and benzene before use.

ANTI-STATIC

GENERAL CLEANING

EDGE CARE

STATIC & DUST

PATCH TESTING

COATED SHEETS

IMPORTANT NOTES

EVERYDAY WASH

SCALE & DEPOSITS

This information is given in good faith to the best of our knowledge, without warranty. Each user should
determine the suitability for their specific application. Preliminary testing is always advisable.

Available from pharmacy or industrial
suppliers. Effective for grease, paint
splashes, and adhesive residue. Apply
with a soft lint-free cloth.

Suitable for oils, waxes, and stubborn
residues at room temperature. Rinse
thoroughly with clean water immediately
after use.

Products such as Brillianize or Plexus
leave an anti-static film repelling dust.
Recommended after every clean to
prolong clarity.

Products such as Plexus or Novus
Plastic Clean & Shine are formulated for
clear plastics and safe on polycarbonate.

Standard dish soap diluted in warm
water is ideal for routine cleaning.
Ensure it contains no abrasive particles
or bleaching agents.

A mild solution of white vinegar in water
dissolves lime scale effectively. Rinse
thoroughly with clean water after
application.

White Spirit / Mineral Spirits

Isopropyl Alcohol (70–99%)

Anti-Static Plastic Cleaner

Ammonia-Free Glass Cleaner

Dilute White Vinegar

pH-Neutral Dish Soap

PROHIBITED PRODUCTS & PRACTICES

Always test any cleaning agent on a small area first — especially
solvents or stain removers not previously used on your specific
ROCKGLASS variant.

ROCKGLASS attracts static charge and dust. Anti-static treatment
after cleaning keeps the sheet dust-free for longer. Combined
cleaner/anti-static products are commercially available.

Rinse edges and holes thoroughly after cleaning to prevent chemical
buildup. On abrasion-resistant coated sheet, ensure solvents do not
contact non-coated areas such as cut edges or drilled holes.

Abrasion-resistant coated ROCKGLASS must not be polished or
buffed. The abrasion-resistant hard coating offers enhanced chemical
resistance — use only compatible graffiti removers.
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Abrasive or gritty cleaners

Acetone, benzene, or
toluene

Highly alkaline cleaners 

Leaded gasoline / carbon
tetrachloride

Ammoniated cleaners like
Windex and Spray nine

MEK (methyl ethyl
ketone)
Razor blades or sharp
scrapers

Brushes, squeegees,
abrasive pads

Cleaning in direct sunlight

Cleaning on hot surfaces

END USER NOTES
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Gasoline

Hydraulic Fluid

Drilling or modifying
after installation

Sanding or polishing
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